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Designed with the need 
for on-highway transport 
to and from test sites in 
mind, standard commercial 
trailer features and a 
splitting main test beam 
have been incorporated into 
the Mk VI, allowing for the 
unit to be transported in 
two manageable sections. 
A lockable, dual rotating 
suspension system enables 
lateral movement and 
minimizes the turning radius 
to better facilitate on-site 
movement, using a yard 
tractor, between sections and 
in con�ned spaces.

Dynatest Mk VI Heavy 
Vehicle Simulator (HVS)

In response to market demands for a highly 
adaptable and productive Accelerated Pavement 
Testing (APT) platform, Dynatest has developed its 
standard model Mk VI Heavy Vehicle Simulator. 

The Mk VI maintains the same proven performance 
characteristics of the Mk IV/IV+ models, but can be 
upgraded to meet a variety of testing needs.

General performance speci�cations for 
the standard Mk VI: 

�s�� �!�U�T�O�M�A�T�E�D���P�A�V�E�M�E�N�T���L�O�A�D�I�N�G���O�F���A�T���L�E�A�S�T��
13,000 passes unidirectional or 26,000 
passes bidirectional over a 24-hour period 
with the standard beam using either single/
dual truck or aircraft wheels. 

�s�� �!�C�H�I�E�V�A�B�L�E���L�O�A�D���L�E�V�E�L�S���B�E�T�W�E�E�N������ ���A�N�D����������
kN (7-22.5 kips) with single/dual truck wheels. 

�s�� �4�E�S�T�I�N�G���S�P�E�E�D���U�P���T�O�������������K�P�H���������M�P�H�	����
�s�� �!�U�T�O�M�A�T�I�C���P�R�O�G�R�A�M�M�A�B�L�E���I�N�D�E�X�I�N�G�����W�H�E�E�L��

wander) between passes in increments of 
�������T�O�������M�M���O�V�E�R���������M����

Available upgrade options 
include: 

�s�� �"�E�A�M���E�X�T�E�N�S�I�O�N���F�O�R���H�I�G�H�E�R���T�E�S�T���S�P�E�E�D�S���U�P���T�O��������
kph (12 mph) and/or longer test section length

�s�� �������K�.���L�O�A�D�I�N�G���W�I�T�H���A�X�L�E���A�N�D���C�L�I�E�N�T���S�U�P�P�L�I�E�D��
aircraft wheel
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�s�� �$�Y�N�A�M�I�C���L�O�A�D�I�N�G
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�s�� �%�N�V�I�R�O�N�M�E�N�T�A�L���C�H�A�M�B�E�R���F�O�R 

temperature control
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and data acquisition
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For further information please contact 
EquipmentSales@dynatest.com


